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art. 3004

AN

Pole DINEN 40 C €

Mmax=4200mm

3600mm

Mmin=

= D1

D2

(1 | Hmax = 4500mm )
2 [ Hmin =3600mm
3 [ D1 =@ 60mm
4 |1 D2=0 76mm
5 | D3=@ 120mm
6 | mat: aluminium
7 | W=17,75kg. netto
(1| e | 220 x4 |
2| @ | M2 X 4
3| & | PVC X 4
41 O| ORING75x25| x1
5 W MS x 14 X2

>

1000

2340

[ ArtNo |ACCESSORY notincluded |
IP-68
144 M686-Y —| Class |
G? | |0
EK 480 Mo Croms |
7662 Gi1s-2d @ 16A ag:u
7663 | 276x276 s
x 700
\E
CONCRETE
7664 | BASE
W=100kg.

Instalation:

Pole must be set up into a concrete foundation.

The size of the concrete foundation must be calculated according to
standard EN 40-1 for pole and luminare together and depends on the
ground, wind and weather condition in the place of assembly

Earth

Concrete
—/

Nominal Height / Minimal depth of foundation /
Wysoko$¢ Nominalna Minimalna gteboko$¢ posadowienia
H[m] e [mm]
<5 600 800 1000
6 800 1000 1200
7,8 1000 1200 1500
9,10 1200 1500 1700
12 1500 1700 2000
14 1500 2000 2500
15 1500 2000 2500
16 1500 2000 2500
18 1500 2000 2500
20 1800 2000 2500
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